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The MS335 delivers the ultimate combination of performance
and reliability for linear barcode scanning applications such as
retail point of sale, healthcare, office automation, post offices

and light industry.

Premium Performance

With an extra long range CCD scan engine, the MS335 offers
an increased depth of field, an aggressive read rate of 230
scans a second and a scan width of up to 18mm. With no
moving parts, its CCD engine provides excellent reliability,
even when knocked or dropped.

Never Miss a Scan

With adjustable audible good read beepers and a visible good
read LED, your users can always be assured that they've
captured each and every barcode.

Easy to Set Up & Change

With the option to configure the MS335 using Windows based
software or by scanning barcodes, setting up the

MS335 couldn’t be easier. If the cable needs replacing this

can be done quickly and easily by the user, minimising downtime
and reducing the total cost of ownership.
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Rugged & Reliable

Accidents happen and should the MS335 get knocked off a desk onto the
floor then you can be assured that it will still work. Drop tested to 1.5m,
the MS335 has been designed to give you maximum reliability.

Flexible Usage

The MS335’s ergonomic design works with the user to provide
comfortable use in scan intensive applications. If presentation
scanning is required, a hands free stand supports the scanner for
desk based applications.

A range of connectivity options are supported including USB,
RS232 and keyboard wedge.

Features

* Long range CCD scan engine

* Reads all common linear barcodes

* Aggressive scan rate

* Audible and visible good read indicators

* Rugged design able to withstand 1.5m drops to concrete

* User changeable cable

* Optional stand for hands free scanning

* Quick and easy set up using Windows based software or barcodes



